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A BEEPITESI MELYSEG A BURKOLT FELULETHEZ KEPEST ERTENDO!
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Assemble the parts as per the above.
Ensure that the mains water supply is off before installation.

Make sure to have enough space to build-in the internal part, referring to the measure shown in the drawing.
If so, prepare pipes for connection.

Connect the Hot and Cold water supplies to the mixer, then install the mixed and diverted water supplies,
cap off and pressure test to prevent any future leakage.
Once the surrounding finishes have been applied (Tiles/Marble etc.), remove the front cover (2).
Fit the faceplate (3) onto the mixer body, it is advised to use a small amount of lubricant on the rubber seals.
Slide the handle (4) on to the cartridge pin and secure with the grub screw (5), then push on the cover cap
(6). Open the water supplies and test.

*Before making any inlet pipe connections, all supply pipes MUST be thoroughly flushed to remove debris.
Failure to do this could result in damage to the cartridge and components or low flow from the mixer.
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Szerelje Ossze a fentieknek megfelelen a részeket.
Miel6tt barmilyen miiveletet végrehajtana, ellendrizze, hogy a halozati vizellatas ki van-e kapcsolva.

Bizonyosodjon meg rola, hogy van-e elegendé hely a belsdegység beépitésére, hivatkozva a beépitési
rajzon szereplé értékekre. Amennyiben, igen készitse el6é a csoveket a csatlakoztatasra. A burkolt
falsiknak e kettd jelzésav kozé kell esnie az optimalis elhelyezés érdekében.

Csatlakoztassa a Meleg (Hot) és Hideg (Cold) vizcsoveket a keverdtesthez és végezzen el nyomastesztet,
annak érdekében, hogy ellendrizhesse nincsen-e szivargas.

Miutéan a kornyez6 feliileteket felvitték (csempék/ marvany/ stb.), tavolitsa el a védéburkolatot (2).
Helyezze fel a takarorozettat (3) a kever6testre - ajanlott kevés kenéanyagot hasznalni a gumi tomitésekre.

Helyezze fel a kezelOkart (4) a keramiabetét tiiskére, biztositsa a mellékelt kezel6kar rogzitd csavarral (5),
ezt kovetden illessze be a kezelOkar rogzit6 csavar takarogombjat (6).

Nyissa meg a vizellatast és ellendrizze, nincs-e szivargas.

*Barmely bemeneti csé csatlakoztatasa el6tt az osszes ellatd csovet alaposan ki KELL o6bliteni a
tormelékek eltavolitasa érdekében. Ennek elmulasztisa a keramiabetét és az alkatrészek karosodasat
vagy a keverdé alacsony aramlasat okozhatja.



