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A BEEPITESI MELYSEG A BURKOLT FELULETHEZ KEPEST ERTENDO!

EN

Assemble the parts as per the above. Ensure that the mains water supply is off before installation.

Install the mixer housing (1) at a depth so that the finished surface is between the Min/Max distance marked on themselves (2). Before,
aligned it carefully.

Connect the Hot and Cold-water supplies to the mixer and pressure test to check for leaks at the connections. *

Once the surrounding finishes have been applied (TilessMarble etc.), remove the front cover (3).
Fit the face plate (5) onto the mixer body, it is advised to use a small amount of lubricant on the rubber seals. Slide the handle (6) on to
the cartridge pin  and secure with the grub screw (7), then push on the cover cap (8).
Open the water supplies and test.
*Before making any inlet pipe connections, all supply pipes MUST be thoroughly flushed to remove debris. Failure to do this could
result in damage to the cartridge and components or low flow from the mixer.
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Szerelje Ossze a fentieknek megfelelden részeket. Miel6tt barmilyen miiveletet végrehajtana, ellendrizze, hogy a halozati vizellatas ki
van-e kapcsolva.

Szerelje be a beépitdegységet (1), olyan a mélységbe, hogy a kész feliilet a dobozon megjelolt Min/Max tavolsag kozott legyen
(2). A burkolt falsiknak e ketté jelzésav kozé kell esnie az optimalis elhelyezés érdekében, gy, hogy a savok parhuzamosak
legyenek a burkolt feliilet sikjaval. Az egység megbizhatd rogzitésére négy darab fiil szolgal.

Csatlakoztassa a Meleg (Hot) ¢és Hideg (Cold) vizcsoveket a keverGtesthez és végezzen el nyomastesztet, annak érdekében, hogy
ellenérizhesse- e nincs-e szivargas. *

Miutan a kornyezd feliileteket felvitték (csempék/ marvany/ stb.), tavolitsa el a véddburkolatot, vagja le a dobozt megfeleld
vagoeszkozzel (3).

Szerelvényezés (4): Helyezze a takarorozettakat (5). Sziikség esetén kendanyag hasznalhaté a gumi tomitésekre. Helyezze fel a
kezelOkart (6) a keramiabetétre, biztositsa a mellékelt kezelGkar rogzit6 csavarral (7), ezt kdvetden illessze be a kezeldkar rogzité csavar
takarogombijat a fenti részbe (8). Helyezze fel a valtogombot.

Nyissa meg a vizellatast és ellendrizze, nincs-e szivargas.

*Barmely bemeneti cs6 csatlakoztatasa eldtt az osszes ellaté csovet alaposan ki KELL 6bliteni a tormelékek eltavolitiasa
érdekében. Ennek elmulasztasa a keramiabetét és az alkatrészek karosodasat vagy a kever6 alacsony aramlasat okozhatja.



