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Before doing any operation, make sure that the water supply is turned off and that the pipes are free from impurities
and limestone.

Before making any inlet pipe connections, all supply pipes MUST be Thoroughly flushed to remove debris. Failure
to do this could result in damage to the cartridge and components or low flow from the mixer.

Make sure to have enough space to build-in the internal part, referring to the measure shown in the drawing. If so,
prepare pipes for connection.

Connect the pipe to the internal part as shown, using hemp or another sealant on the threads to prevent leakages.
Check the seals before embedding the built-in body.

Once walled the internal part, pull the protections to remove them.

Slide on the covering plate, taking care not to lose or damage the plate seals.
Make sure the cartridge pin is on the cartridge. Insert the control handle on the stick of the cartridge, tighten the
supplied screw.
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Miel6tt barmilyen miiveletet végrehajtana, ellendrizze, hogy a haldzati vizellatas ki van-e kapcsolva, valamint,

hogy a csovek vizk6tdl és szennyezddésektdl mentesek.

Bizonyosodjon meg rola, hogy van-e elegendd hely a belsdegység beépitésére, hivatkozva a beépitési rajzon
szereplo értékekre. A burkolt falsiknak e kett6 jelzésav kozé kell esnie az optimalis elhelyezés érdekében.
Amennyiben igen, készitse el6 a cséveket a csatlakoztatasra.

Csatlakoztassa a vizcsovet a kezelGegységekhez az abran lathatd modon, a szivargas megeldzése érdekében
hasznaljon kendert vagy mas tomitdéanyagot. Ellendrizze a tomitéseket, miel6tt behelyezi a kezeldegységet.

A kezelbegység befalazasat kdvetden tavolitsa el a mlianyag véddkupakokat.

Kezelékarok felszerelése:

Helyezze fel a két takarorozettat. Helyezze fel a kezel6karokat a takardrozettakra, majd rogzitse a kart a
herny6csavarral (imbuszkulcs sziikséges hozza).

Kifolyoszar felszerelése:

Helyezze fel a takarorozettat. Tekerje be a fogadd elembe a kifolyoszarat.

Barmely bemeneti csé csatlakoztatasa el6tt az osszes ellaté csovet alaposan ki KELL o6bliteni a tormelékek
eltavolitasa érdekében. Ennek elmulasztisa a keramiabetét és az alkatrészek karosodasat vagy a keveré
alacsony aramlasat okozhatja.



